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Thank you for purchasing our product. If there are any questions, or requests, please do
not hesitate to contact the dealer.

This manual applies t&-inchspeed dome

This manual may contain sevetathnical incorrect places or printing errors, and the
content is subject to change without notice. The updates will be added to the new
version of this manual. We will readily improve or update the products or procedures
described in the manual.

DISCLAIER STATENH
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the security or S|gnallng aspects of this product. UL has only tested for fire, shock or
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does not cover the performance or reliability of the security or &@ligiy aspects of this
product. UL MAKES NO REPRESENTATIONS, WARRANTIES OR CERTIFICATIONS
WHATSOEVER REGARDING THE PERFORMANCE OR RELIABBEHCTURIFARDR
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Regulatory Information
FCC Information
FCC complianc&his equipment has been tested and found to comply with the limits
for a digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference when the equipment is
operated in a commercial environment. This equipment generates, uses, and can radiate
radio frequency energy and, if not installed and used in accordance with the instruction
manual, may cause harmful interference to radio communications. Operation of this
equipment in a residential area is likely to cause harmful interference in whiehtlocas
user will be required to correct the interference at his own expense.
FCC Conditions
This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions:
1. This device may not cause harmful interference.
2. Thigdevice must accept any interference received, including interference that may
cause undesired operation
EU Conformity Statement
This product and if applicable- the supplied accessories too are marked
c with "CE" and comply therefore with the applicalbl@rmonized European
standards listed under the Low Voltage Directive 2006/95/EC, the EMC
Directive 2004/108/EC.
2002/96/EC (WEEE directive): Products marked with this symbol cannot be
E disposed of as unsorted municipal waste in the European Union. Foemprop
recycling, return this product to-your local supplier upon the purchase of
mmm  equivalent new equipment, or dispose of it at designated collection points.
For more information seexyww.recyclethis.info
2006/66/EC (battery directive): This product contains a battery that cannot
be disposed of as unsorted municipal waste in the European Union. See the
product documentation for specific battery information. The battery is
marked with this symbol, which may includgtéring to indicate cadmium
(Cd), lead (Pb), or mercury (Hg). For proper recycling, return the battery to
your supplier or to a designated collection point. For more information see:
www.recyclethis.info.


http://www.recyclethis.info/
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Safety Instruction
Theseinstructions are intended to ensure that user can use the product correctly to
avoid danger or property loss.

The preaution measure is divided infyarningsand Cautions
Warnings:Neglecting any of the warnings may cause serious injury or death
Cautions Neglecting any of the cautions may cause injury or equipment damage

A A

WarningsFollow CautionsFollow these
these safeguards tq precautions to prevent
prevent serious potential injury or
injury or death. material damage.

A Warnings

All the ekctronic operation should be strigtcompliance with the electrical safety
regulations, fire prevembn regulations and other related regulatiommsyour local

region

Please use the power adapter, which is provided by normal company. The standard of
the power adapter is 24¥G10%or 12VD&10%(depending on mode)sThe power
consumptioncamot be less than the required value.

Do not connect several devices to one power adapter as adapter overload may cause
overheat or fire hazard.

Please make sure théte power has been disconnected before you wire, install or
dismantle the speed dome.

When the product is installed on wall or ceiling, the device shall be firmly fixed.

If smoke, odors or noise rise from the device, turn off the power at once and unplug
the power cable, and then please contact the seg\center.

If the product does not work properly, please contact your dealer or the nearest
service center. Never attempt to disassemble sipeed domeyourself.(We shall not
assume any responsibility fproblems caused by unauthorized repair or

maintenance).

A Cautions

Do not drop the dome or subject it to physical shock, and do not expose it to high
electromagnetism radiation. Avoid the equipment installation on vibrations surface or
places subject tashock (ignorance can cause equipment damage).

Do not place the dome in extremely hot, cold, dusty or damp locatimthgrwisefire

or electrical shock will occuthe operating temperaturshouldbe -30c / 65& /

(outdoor speed dome) andOc ~50c {indoor speed dome).

The dome cover for indoor use shall be kept from rain and moisture.

B

B
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Exposing the equipment to direct sun light, low ventilation or heat source such as
heater or radiator is forbidden (ignorance ceause fire danger).

Do not aim thespeed domeat the sun or extra bright places. A blooming or smear
may occur otherwise (which is not a malfunction however), and affecting the
endurance ofensorat the same time.

Please use the provided glove when open up the dome cover, avoid directtonta
with the dome cover, because the acidic sweat of the fingers may erode the surface
coating of the dome cover.

Please use a soft and dry cloth when clean inside and outside surfaces of the dome
cover,do not use alkaline detergents.

Please keep all wragps after unpack them for future use. In case of any failure
occurred,you need toreturn the speed dome to the faary with the original wrapper.
Transportation without the original wrapper may result in damage on the speed dome
andlead to additional cds.
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1 Overview

Pleaseurn the poweroff before connect the cables

The cable interfaces of network speed dome sinewn in following figure(left The
cables aralistinguisked by different colorsThe labels attached de cables are for
identification

Figure 11 Overview

Table 11 Overview
No. Description
Network Cable
Audio Cable
Alarm Qutput Cables
Alarm Irput Cables
R$485Cables
Video Cable
Power Cable
SD Card Slot
Power Indicator

Ol | N|oO|O|h|W[IN|F
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2 Installation

Before you start:

Check the package contents améke sure that the device in the package is in good
condition and all the assembly parts are included.

Note: Do not drag the speed dome with its waterproof cables as show#giare 21,
otherwise the waterproof performance is affected.

Figure 21 Do Not Drag the Cables

2.1 Wall Mounting

Note: The longarm wall mount igaken as the example for following mounting steps.
Steps:

1. Loosen the two lock screws on the both side of the speed dome. Pull the lower dome

to separateit from the back box as shown Figure 22.
2. Remove the protective lens cover, foam and sticker from the dome drive.
Note: Please do not remove theckscrews from thalome

Lens Cove

Lower Dome

Protective Foam
Figure 22 Remove thd.ower Dome
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3. Align the cus on thelower domewith the lockscrews on the back boxo reinstall the
lower dome Tightenthe lock screws

4. Drill 4 screw holes in the wall according to the holes of the mount, and then ik8ert
expansion screwsito the mounting holes.

5. Attachthe gasketthen wall mount to the wall by aligning the 4 screw holethef
mount with expansion screwsn the wall.

6. Securethe wall mount with 4 hex nuts and washers.

bbb

Nuts and

Wash ;rs

Figure 23 Secure the Mount

Notes:

, For cementwvall, you need to use the expansion screw to fix theunt. The mounting
hole of the expansion pipe on the wall should align with the mounting hole on the
mount.

, For woodenwall, you can just use the seHipping screw to fix thenount.

, Please make sure that the wall teossig enough to withstand more tha8times the
weight of the dome and thenount.

7. Apply thread tape to the thread ohe pendant adaptemand rotate the pendant
adapter to themount. Secure thependant adapteto the mountwith asetscrew
8. Loosen the lock screves the adapteras showrbelow:

Pendant Adapter
Lock Screw

Top View of the
Pendant Adapter @
Lock Screv-¢ 4
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Note: The dimensionof pendant adapter is GIO D R H

9. Hook the back box of the speed dome to tmeunt with the safety rope. Route the
cables through thenount.

10. Align the direction labebdf pendant adapter with the label of the back boxinstall
the speed domeRotate the back boglockwise tightly. Secure the back box and the
pendant adapter with two lock screws.

Note: Pleaseemovethe protective film on the lower dome after the installation is

finished.

Safety Rope

I »

Labels

W[7[7‘700013Hnun\\“““v

Figure 26 Mount the Dome
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2.2 In-ceiling Mounting

Before you start:

Thein-ceiling mounting is applicable to the indoor ceiling construction. The followings

are the mandatory precondition for mounting:

. The heighof the spaceabove the ceiling must be more than 250mm

, The thickness of the ceiling must ranges from 5 to 40mm.

, The ceiling must bstrong enough to withstand more thahtimes the weight of the
domeandits accessories

Steps

1. Rotatethe lower domecounterclockwiseo separateit from the back box as shown in
Figure 27.

2. Remove the protectivéens coverfoam andsticker from thedome drive

3. Attachlower dometo the back boxand rotate clockwise to secuie

Protective
Foam

Figure 27 Remove thé>rotective Acessory

4. Drill a-hole on the ceiling according to the drill template (supplied).
Note: +2mmof the diameter of the circle is tolerable.

Figure 28 Draw and Cut &Hole on the Ceiling

5. Connecthe cables.

The videocable, control wire andetwork cablehave been connected to the
corresponding interface Connect the power cable antié red LED indicator tuson
when the power ion.

Note: Please turn the pwer off after checkngthe speed dome.

10
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6. Install thespeed dore to the ceiling
Steps:
1). Loosen the two lockcrewson both sides of the back box anthke the lock in
internal position asshown in the following figure:

Figure 29 Locls and Lock Screws
2). Push thespeed domento the mounting hole in theeiling

3). Tighten the loclscrewswith the screwdriverand the lock will automatically
rotate outwardsto secure tte in-ceiling mount to the ceiling.

m\LTOCk

\\,J_—'VJ :

Lock

Figure 210 Install theback box

7. Installthe trim ring.
Steps:
1). Attach the trimring t the lower domeand algnthe triangular notchof the trim
ring with the arromabelon the inceling mount.

2). After having firmlyplacedthe trim ringto the ceilingrotate the trim ring in the
directionof arrow to secure thérim ring in place

Notes:
, Please remove the protective film on the lower dome after the installation is finished.

., In order to obtain clear video images, please wear the-static gloves when you
install the speed dome.

11
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Figure 211 Install the Trim Rg

2.3 Ceiling Mounting

Before you start:

, The thickness of the ceiling must ranges from 5 to 40mm.

, The ceiling must bstrong enough to withstand more thahtimes the weight of the
domeandits accessories

2.3.1Removing the Irceiling Mount

The ceiling mounting speed dome is installed with aeiling mount by default. Before

you mount the speed dome dahe ceiling, you need to remowe in-ceiling mount

first.

Steps:

1. Loosen and remove the 4 screws as showbllowing figure (left) And Renove the
in-ceiling mountas showrin following figure (right).

12
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Figure 213 Install the bolts

2.3.2Wiring For Ceiling Mounting Applications

The cables of dome can be routed either from the top or the sfida@back box, as
shown inFigure 214. For the cables routed from the top tie back box, iis required
to drill a cableholein the ceiling

7 V.

Figure 214 Cabling for Ceiling Mounting

13
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2.3.3Mounting

Before you start:

If the speed dome is insted to the wooden wall, use the seHpping screws to

securethe mounting base.

If the dome is installed to the cement wall, drill threepscrewholes onto the wall

according to the hole locationsnd then securehe mounting base to the walkith

expansion screw/

Steps:

1. Rotatethe lower dome counterclockwise teeparateit from the back boxRefer to
the Figure 27.

3. Remove the protective tes cover, foam and sticker from the dome drive.

4. Attach lower dome to the back box, and rotate clockwise to secure it.

5. Use themountingbaseas a template to marfour screwholesonto the ceiling

6. If you route cables from the top of the back box, mark tlable hole on the ceiling
and drill a hole.

7. Secure thenountingbase to the ceiling witlsetscrews.

B

Screw Holes

Figure 215 Secure the Mounting Base

8. Install thespeed domeo the mounting base.
Steps:
1). Route the cables for the speed don#dign thebottom of the speed domewith
the mounting base.
2). Line up the direction of arrow with the spring end of the mounting base.

3). Push thespeed domeaipwards and then forwards in the direction of arrow. When
the speed domas placed in position, the smg willautomaticallysnap into the
lock clipfirmly. Refer to the Figure 216.

14
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¢ Push fonNards

%. Push upwards%
pring

5]

Lock C|Ip/;7

i
\

Figure 216 Attachthe BackBox to theMounting Base

Notes
, Please remove the protective film on the lower dome after the installation is finished.

, Do not touch the bubble of the lower dome directly by hanide Tmage blurs
otherwise.

15
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3 Setting theDomeover the LAN

To view and configure thepeed domevia LAN(Local Area Network), you need to
connect the networlspeeddomein the same subnet with your PC. Then, install the
SADP oclient softwareto search and change the IP of netwspeed dome

, The following figure shows the cable connection of netwapkeddome.

o \/\('
Speed Dome  Switch ‘L\ Net )
B,

NVR
Figure 31 Wiring over LAN

, Set the IP address of tlepeeddomefor accessing via LAN.
Steps:
1. To get the IP address, you camose either of the following methods

A Use SADP, a software tool which can automatically detect netsge&ddomein
the LAN and list the device information like IP address, subnet mask, port number,
device serial number, device version, etc., showRigure 32.

A Useclient softwareto listthe online devices. Please refer to the user manual of
client software for detailed information.

2. Change the IP address and subnet mask to the same subnet as of your PC.
Refer to the following introductiosto set IP addreswith SADP software:
A Search active devices online
Search online devicesutomatically:

After launch the SADP software, it automatically searches the online devices every
15 seconds from the subnet where your computer locates. It displays the total
number ard information of the searched devices in the Online Devices interface.
Device information including the device type, IP address, port number, gateway,
etc. will be displayed.

16



5-inch Speed Dom&uick Guide

Figure 32 Searching Online Devices

Note: Device can be searched and displayed in thénidéb seconds after it goes
online; it will be removed from the list in 45 seconds after it goes offline.

Search online devicemanually:

You can also click to refresh the online device list manuallfne
newly searched devices will be added to tis¢

Note: Youcanclick or on each column heading to order the information;
you can click to show the device table and hide the network parameter

panel on the right side, or click to show the networkparameterpanel.
A Modify deviceinformation
Steps:

1). Select the devicto be modifiedin the device lisas shown irFigure 33. The
network parametersof the device will be displayed in tiModify Network
Parametergpanelon the rightside as shown ifrigure 24.

2). Edit themodifiablenetwork parameters, e.g. i@ddressand port number.
3). Enter the password of thadminaccount of the device in the Password field and

click to save the changes.
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